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@ Twin Cutting-stage Mechanisms and 
Independent Microscope Drive Mechanism 
The new parallel spindle drive shaft with an independent microscope drive shaft - make 


simultaneous cutting and alignment operations possible. This combines with PS300’s twin 
cutting stage mechanisms to bring unparalleled performance! 


Patented 


Previous models PS300 
Single chuck system S Twin chuck system B 
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@ Large Cutting Area 


PS300’s large cutting area ensures smooth scrap processing and easy maintenance. 
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Singulation Machine Ps =} OO 
Twin Stage Super-speed Package Singulation System 
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@ Wide,Bright Image Processing 


The optical system 


comes with a wider visual field and 


higher, brighter resolution - greatly assisting image 
processing during operations such as alignment. 


The results - reduced 
time (Patent pending) 
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The large touch scre 
and easier operation. 


alignment error and shorter alignment 


en provides enhanced visibility 


Main Options 


PS300 Specifications 


Items 


Applicable work size (Max) 
Saw-jig size (Max) 

Spindle type 

Spindle output power 

Rotation speed (Max) 

Blade size 

X-axis cutting speed 

Y1,Y2,and Microscope-axis stroke 


Y1,Y2,and Microscope-axis 


positioning accuracy 


Air supply 


PS300 


300x100 mm 215 mm 


® 332 mm 


0.005/300 mm 
0.003/1 mm 


AC200~220V 3phase 50/60 Hz 
0.55 ~0.7 MPa 390 L/min 


D.l.water supply 


Spindle cooling water 


0.4~0.5 MPa 12 L/min 


0.3~0.5 MPa 3 L/min 


Machine size (WxDxH mm) 1,600x1,680x1,780 mm 


™ Macro visual field optical system 


% SECS function 


' Transformer supporting multiple 
power supplies 


™ Resistivity and flow volume monitoring 


' High-capacity vacuum pump 


USBilntenace 


The USB interface makes system upgrading fast and 
easy and streamlines data storage from the device. 
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Japan / Head Office Taiwan Vietnam 
Tokyo Seimitsu Co., Ltd. Accretech Taiwan Co., Ltd. Accretech Vietnam Co., Ltd. 
Tel:+81(0)42-642-0381 Fax:+81(0)42-631-5234 Tel: +886(0)3-5531300 Fax: +886(0)3-5531319 (Hanoi) 


Tel: +84(90) 221 6061 


North America 


Accretech America Inc. 


Malaysia 
Accretech (Malaysia) Sdn. Bhd. 


á : China 

(Head Office) (Head Office) Accretech (China) Co., Ltd. 
Tel: +1-214-459-1688 Fax: +1-214-459-1696 Tel: +603-5632 7488 Fax: +603-5632 7489 (Head Office / Shanghai) 
(Eromont Office) (Penang Office) Tel: +86(0)21-3887-0801 Fax: +86(0)21-3887-0805 
Tel: +1-510-344-5411 Fax: +1-510-344-5410 Tel: +604-6119 622 (Shanghai Office) 
(Boise:Office) Bincoeaica Tel: +86(0}21-5064-0258 Fax: +86(0}21-5064-0356 
Tel: +1-208-429-6500 Fax: +1-208-429-6555 gap. Felling OF 

Accretech (Singapore) Pte. Ltd. « eijing Office) E 
Europe Tel: +65-6341-6052 Fax: +65-6341-6054 el: +86(0)10-84477010 Fax: +86(0)10-8447-7010 
Accretech (Europe) GmbH f (Shenzhen Office) 
(Head Office) Thailand Tel: +86(0)755-2515-9842 Fax: +86(0)755-2515-7737 
Tel: +49(0)89-546788-0 Fax: +49(0)89-546788-10 Accretech (Thalland):Co., Ltd; (Chongqing Office) 

(Semiconductor) Tel: +86(0)23-6295-5061 Fax: +86(0)23-6295-5060 
Korea Tel: +66-2-024-8435-6 Fax: +66-2-024-8737 (Chengdu Office) 
Accretech Korea Co., Ltd. Accretech Adamas (Thailand) Co., Ltd. Tel: +86(0)28-8738-2279 Fax: +86(0)28-8738-2279 
(Head Office / Seongnam) Tel: +66-2-119-5489 Fax: +66-2-119-5488 (Suzhou Office) 
Tel: +82(0)31-786-4000 Fax: +82(0)31-786-4090 Tel: +86(0)512-6265-6436 Fax: +86(0)512-6265-6435 

(Wuxi Office) 
Tel: +86(0)510-8101-7346 Fax: +86(0)510-8101-7346 
ny (Xi'an Office) 

C-92-086-E-1707 “a ACCRETECH TOKYO SEIM ITSU Tel: +86(0)29-8886-3499 Fax: +86(0)29-8886-3499 


